ADVERTISEMENT FOR QUOTES

The Nez Perce Soil and Water Conservation District of Nez Perce County, Idaho will accept quotes for PROVIDING AND INSTALLING APPROACH GUARDRAIL at the Bear Creek Bridge in Peck, Idaho on or before September 25, 2019.

The quotes will be publicly reviewed at the NPSWCD meeting on 9/26/2019 at 5:30 PM. The meeting will be held at the Lewiston Police Training Center at 2419 16th Ave, Lewiston, Idaho 83501.

The quotes may be mailed to PO Box 131, Culdesac, Idaho 83524, or emailed to npswcd@co.nezperce.id.us, faxed to 208-843-2234, or delivered to the Nez Perce Soil and Water Conservation District office at 27880 Chambers Road, Culdesac, Idaho 83524 Monday - Thursday 8:00 a.m. to 5:00 p.m. Responders who choose to submit quotes by email or fax are responsible for ensuring delivery and confirming receipt of delivery.

Documents for quote will be emailed to vendors or may be obtained Monday – Thursday at the following office:

Road and Bridge Department
Nez Perce County, Idaho
3215 E. Main Street
Lewiston, ID 83501
(208)799-3060

Anticipated time for work is October 15, 2019- November 1, 2019.

This project is not subject to Nez Perce Tribal TERO ordinance.
**BID SCHEDULE**

**NEZ PERCE SOIL and WATER CONSERVATION DISTRICT**

**PROVIDE AND INSTALL BRIDGE APPROACH GUARDRAIL**

<table>
<thead>
<tr>
<th>TECH. SPECS</th>
<th>PAY ITEM</th>
<th>LENGTH</th>
<th>UNIT</th>
<th>NO.</th>
<th>UNIT PRICE</th>
<th>TOTAL PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.2</td>
<td>Guardrail W-Beam</td>
<td>546’-9</td>
<td>Lin Ft.</td>
<td>-</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1.3</td>
<td>Guardrail Terminal Type 10</td>
<td>-</td>
<td>Each</td>
<td>4</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- Pay length for Guardrail is from start of bridge transitions (ends of thrie rail on bridge) to end of Post No. 1 at Terminal Type 10.
GENERAL REQUIREMENTS

1.1 Provide and install approach guardrail for a new modular steel bridge at Peck, Idaho. Work and Material shall conform to ITD Section 612 specifications and all ITD standard drawings related to Guardrail. See drawings #1 – Bridge Sheets No. 3 & 4 and map.

1.2 Guardrail to be Class A, Type 2 transition and w-beam with steel posts and polymer blocks.

1.3 Guardrail terminals to be Type 10.

1.4 Nez Perce County Road and Bridge Department will furnish the following:

   a. Portable restroom at site.
   b. Storage area adjacent to work area.
   c. Equipment for loading, unloading material and appurtenances.
   d. Traffic Control – signage, flaggers and all necessary related appurtenances.